
NEW IPS TFT-LCD Module 

Winstar introduced the NEW 10.1” IPS TFT-LCD module made of 

resolution 1280 x 800 pixels. This module is built-in with EK79202B1 

driver IC, and supports LVDS interfaces with wider viewing angles. The 

display is also built in with anti-glare surface panel and also available in 

projected capactive touch screen and resistive touch screen. 

The module operating temperature range is from 

-20°C to+70°C, with a storing temperature range from

-30°C to+80°C.
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Item Contents Unit 

Screen Diagonal Size  10.1  Inch 

Number of Pixels  1280 x 3(RGB) x 800 ---- 

Module Dimension 229.34 x 148.98 x 2.85  mm 

Active Area 216.96 (H) x 135.6(V)  mm 

Pixel Pitch 0.1695 × 0.1695  mm 

Display Mode  
Normally Black , 

Transmissive 

---- 

Viewing Angle 80/80/80/80 ---- 

Pixel Arrangement  R.G.B. Vertical Stripe  ---- 

TFT Drive IC EK79202B1 or Equivalent ---- 

TFT Interface LVDS ---- 

Backlight Type LED, Normally White ---- 

Aspect Ratio 16:10 ---- 

Touch Panel 
Without TP / PCAP / RTP 

options 

---- 

Surface Anti-Glare ---- 


